
Specifications 3-Phase Rail Spot | Rosalin |
10W-20W-30W | 840-830-827 CCT | White |
Dimmable

View Product

General Information

SKU 256220

EAN 8720999807887

Brand Non-branded

Manufacturer Name 3-PHASE TRACK SPOT | ROSALIN | 10W-20W-30W | WHITE |
DIMMABLE | CCT SWITCH

Any Lamp all-in warranty 5 Years

Average Lifetime (h) 50000

Technical Information

Technology LED Integrated

Wattage 30

Replaces (Watt) 57

Voltage (V) 220-240

Dimmable Dimmable

Colour Code 930 Warm White

Colour temperature (Kelvin) 3000 Warm White

Colour Rendering (Ra) 90-99

Colour of Light White

Light colour options CCT

Luminous Flux (Lumen) 2700

Luminous Efficacy (lm/W) 90

https://sp2-8252.wip.any-lamp.com/3-phase-rail-spot-rosalin-10w-20w-30w-white-dimmable-cct-switch-8720999807887


Emergency Lighting No Emergency Unit

Beam Angle (degree) 36

Power factor >0.80

Product Type Category LED Trackspot

Fixture Information

Mounting Method Rail

Operating Temperature -25 to +45

IP-rating IP20

Housing Aluminium

Colour of the Fixture White

Dimensions

Length (mm) 85

Width (mm) 140

Height (mm) 85

Sensor Information

Type of sensor No Sensor


